
D-Link DSL 500G  

D-Link DSL 500G i­in ayarlarē  

ķimdi internet explorer ē a­ēn ve http://modeminizin internal IP nosunu yazēn (not almēĸtēnēz) (ºrnek http://192.168.1.1)  

 
 

Size user name ve password soracak deĵiĸtirmediyseniz her ikisininde default deĵeri admin dir yazēn OK deyin Aĸaĵēdaki 

menu ­ēkacak.  

 

 

¥nce "services" sonrada "NAT" ē yēklayēn  



 

 

Sayfanēn ortasēndaki "NAT Options" a­ēlēr menus¿nde "NAT Rule Entry" se­in.  

 



 

Sayfanēn altēndaki "Add" butonuna basēn  

 
 

Aĸaĵēdaki ayarlarē yazēn (siz 192.168.1.10 yerine 192.168.1.8 veya daha ºnce yazdēĵēnēz bilgisayarēnēzēn IP nosunu yazēn 

ve aĸaĵēda 4661 yazan yere 4662 yazēn)  

 
 

Submit deyin sonra Rule entry e tekrar girin ve Rule ID yi bir artērēn, aynē ĸeyleriTCP yerine UDP ve 4662 yarine 4672 

yazarak tekrarlayēn.  

Ekranēn solunda admin dropdown men¿s¿nden "Commit and Reboot" se­in ve save edin. sonra reboot.  



 

 

ķimdi ­ēkēp emuleye tekrar girin y¿ksek ID aldēnēz demektir.  

 

 

AķAĴIDA ĶNGĶLĶZCE ¥RNEK VAR  

Step 1:  

To setup port forwarding on this router your computer needs to have a static ip address. Take a look at our Static IP 

Address guide to setup a static ip address.  

Step 2:  

Open a web browser like internet explorer or Netscape.  



 
 

Enter the ip address of your router in the address bar of your browser. In the picture above the address bar has 

http://www.google.com in it. Just replace all of that with the ip address of your router. By default the ip address should be 

set to 10.1.1.1.  

 
 

Step 3:  

You should now be prompted for a username and password. Go ahead and enter the username and password, to get into 

your router. By default the username is admin and the password is also admin . Once you have logged in you should see 

the following menu.  



 

 

Step 4:  

Click the plus sign in front of Services on the left hand side of your screen. Go ahead and click Nat that dropped down 

under services.  


